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(c) Tail ropes (balance ropes).

Minimum Value=Weight of Rope×7.0

[48 FR 53239, Nov. 25, 1983; 48 FR 54975, Dec.
8, 1983]

§ 75.1432 Initial measurement.
After initial rope stretch but before

visible wear occurs, the rope diameter
of newly installed wire ropes shall be
measured at least once in every third
interval of active length and the meas-
urements averaged to establish a base-
line for subsequent measurements. A
record of the measurements and the
date shall be made by the person tak-
ing the measurements. This record
shall be retained until the rope is re-
tired from service.

[48 FR 53239, Nov. 25, 1983, as amended at 60
FR 33723, June 29, 1995]

§ 75.1433 Examinations.
(a) At least once every fourteen cal-

endar days, each wire rope in service
shall be visually examined along its en-
tire active length for visible structural
damage, corrosion, and improper lubri-
cation or dressing. In addition, visual
examination for wear and broken wires
shall be made at stress points, includ-
ing the area near attachments, where
the rope rests on sheaves, where the
rope leaves the drum, at drum cross-
overs, and at change-of-layer regions.
When any visible condition that results
in a reduction of rope strength is
present, the affected portion of the
rope shall be examined on a daily basis.

(b) Before any person is hoisted with
a newly installed wire rope or any wire
rope that has not been examined in the
previous fourteen calendar days, the
wire rope shall be examined in accord-
ance with paragraph (a) of this section.

(c) At least once every six months,
nondestructive tests shall be conducted
of the active length of the rope, or rope
diameter measurements shall be
made—

(1) Wherever wear is evident;
(2) Where the hoist rope rests on

sheaves at regular stopping points;
(3) Where the hoist rope leaves the

drum at regular stopping points; and
(4) At drum crossover and change-of-

layer regions.
(d) At the completion of each exam-

ination required by paragraph (a) of

this section, the person making the ex-
amination shall certify, by signature
and date, that the examination has
been made. If any condition listed in
paragraph (a) of this standard is
present, the person conducting the ex-
amination shall make a record of the
condition and the date. Certifications
and records of examinations shall be
retained for one year.

(e) The person making the measure-
ments or nondestructive tests as re-
quired by paragraph (c) of this section
shall record the measurements or test
results and the date. This record shall
be retained until the rope is retired
from service.

[48 FR 53239, Nov. 25, 1983, as amended at 60
FR 33723, June 29, 1995]

§ 75.1434 Retirement criteria.
Unless damage or deterioration is re-

moved by cutoff, wire ropes shall be re-
moved from service when any of the
following conditions occurs:

(a) The number of broken wires with-
in a rope lay length, excluding filler
wires, exceeds either—

(1) Five percent of the total number
of wires; or

(2) Fifteen percent of the total num-
ber of wires within any strand;

(b) On a regular lay rope, more than
one broken wire in the valley between
strands in one rope lay length;

(c) A loss of more than one-third of
the original diameter of the outer
wires;

(d) Rope deterioriation from corro-
sion;

(e) Distortion of the rope structure;
(f) Heat damage from any source;
(g) Diameter reduction due to wear

that exceeds six percent of the baseline
diameter measurement; or

(h) Loss of more than ten percent of
rope strength as determined by non-
destructive testing.

§ 75.1435 Load end attachments.
(a) Wire rope shall be attached to the

load by a method that develops at least
80 percent of the nominal strength of
the rope.

(b) Except for terminations where use
of other materials is a design feature,
zinc (spelter) shall be used for
socketing wire ropes. Design feature
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means either the manufacturer’s origi-
nal design or a design approved by a
registered professional engineer.

(c) Load end attachment methods
using splices are prohibited.

§ 75.1436 Drum end attachment.
(a) For drum end attachment, wire

rope shall be attached—
(1) Securely by clips after making

one full turn around the drum spoke;
(2) Securely by clips after making

one full turn around the shaft, if the
drum is fixed to the shaft; or

(3) By properly assembled anchor
bolts, clamps, or wedges, provided that
the attachment is a design feature of
the hoist drum. Design feature means
either the manufacturer’s original de-
sign or a design approved by a reg-
istered professional engineer.

(b) A minimum of three full turns of
wire rope shall be on the drum when
the rope is extended to its maximum
working length.

§ 75.1437 End attachment retermi-
nation.

Damaged or deteriorated wire rope
shall be removed by cutoff and the rope
reterminated where there is—

(a) More than one broken wire at an
attachment;

(b) Improper installation of an at-
tachment;

(c) Slippage at an attachment; or
(d) Evidence of deterioration from

corrosion at an attachment.

§ 75.1438 End attachment replacement.
Wire rope attachments shall be re-

placed when cracked, deformed, or ex-
cessively worn.

Subpart P—Emergency Shelters
§ 75.1500 Emergency shelters.

[STATUTORY PROVISIONS]

The Secretary or an authorized rep-
resentative of the Secretary may pre-
scribe in any coal mine that rescue
chambers, properly sealed and venti-
lated, be erected at suitable locations
in the mine to which persons may go in
case of an emergency for protection
against hazards. Such chambers shall
be properly equipped with first aid ma-
terials, an adequate supply of air and

self-contained breathing equipment, an
independent communication system to
the surface, and proper accommoda-
tions for the persons while awaiting
rescue, and such other equipment as
the Secretary may require. A plan for
the erection, maintenance, and revi-
sions of such chambers and the train-
ing of the miners in their proper use
shall be submitted by the operator to
the Secretary for his approval.

Subpart Q—Communications

§ 75.1600 Communications.

[STATUTORY PROVISIONS]

Telephone service or equivalent two-
way communication facilities, ap-
proved by the Secretary or his author-
ized representative, shall be provided
between the surface and each landing
of main shafts and slopes and between
the surface and each working section of
any coal mine that is more than 100
feet from a portal.

§ 75.1600–1 Communication facilities;
main portals; installation require-
ments.

A telephone or equivalent two-way
communication facility shall be lo-
cated on the surface within 500 feet of
all main portals, and shall be installed
either in a building or in a box-like
structure designed to protect the facili-
ties from damage by inclement weath-
er. At least one of these communica-
tion facilities shall be at a location
where a responsible person who is al-
ways on duty when men are under-
ground can hear the facility and re-
spond immediately in the event of an
emergency.

[38 FR 29999, Oct. 31, 1973]

§ 75.1600–2 Communication facilities;
working sections; installation and
maintenance requirements; audible
or visual alarms.

(a) Telephones or equivalent two-way
communication facilities provided at
each working section shall be located
not more than 500 feet outby the last
open crosscut and not more than 800
feet from the farthest point of penetra-
tion of the working places on such sec-
tion.
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